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Data Sheet

CAT6 Patch Leads

Attributes

• Made from 24 AWG stranded bare copper

• ACMA/RCM compliant 

 

 

 

• Fully moulded strain relief boot

• Snag-less connector protecting against 

unplanned disconnection

Item Code Description
KIMPL60.5BL CAT6 Patch Cable 568A 0.5m- BLUE
KIMPL61BL CAT6 Patch Cable 568A 1m- BLUE
KIMPL61.5BL CAT6 Patch Cable 568A 1.5m- BLUE
KIMPL62BL CAT6 Patch Cable 568A 2m- BLUE
KIMPL63BL CAT6 Patch Cable 568A 3m- BLUE
KIMPL65BL CAT6 Patch Cable 568A 5m- BLUE
KIMPL610BL CAT6 Patch Cable 568A 10m- BLUE
KIMPL620BL CAT6 Patch Cable 568A 20m- BLUE
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Data Sheet

RJ 45 Jacks

Attributes

• Made from 24 AWG stranded bare copper

• ACMA/RCM compliant 

 

 

 

• Fully moulded strain relief boot

• Snag-less connector protecting against 

unplanned disconnection

KIMJ5E/10 CAT5e UTP Jack 8P8C white- bag of 10
KIMJ5E/50 CAT5e UTP Jack 8P8C white- bucket of 

50
KIMJ6/10 CAT6 UTP Jack 8P8C white- bag of 10
KIMJ6/50 CAT6 UTP Jack 8P8C white- bucket of 50
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Data Sheet

Catse Patch Leads

Attributes

Item Code Description
KIMPPSE24P 24-port CATSE 8P8C lRU 6 IN l module
KIMPP624P 24-port CAT6 8P8C lRU 8 IN l module

• 24 Port patch panel available in CATSE and 

CAT6

• High Quality Metal construction 

 

 

 

• Rear Cable management with cable ties 

included

• Compliant to ANSI/TIA-S68-C.2

• RoHS compliant
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